Mounting the Drive Into a 5%-inch Adapter 


Note: The remainder of this section provides instructions for mounting your 


ORB drive into a 5%-inch bay adapter. 


1. Slide the drive into the adapter. 
If installing the ORB drive into a 5%-inch bay with an adapter be sure 


to use the screws provided with your adapter. The machine screws are 


used to mount the drive in the adapter bracket. 
oe 
Flat-ended machine screws yo 


Pointed-ended tapping screws 


x iB CAUTION: Be careful doing this to avoid damage to the drive. 


Figure 4 
ORB drive insertion 
into 5% - inch adapter 


2. Line the holes of the drive up with the holes of the adapter and 
insert two screws into each side or the bottom of the drive. 


Figure 5 a; 
Mounting ORB drive 


into 5% - inch adapter 


| CAUTION: Mounting screw lengths have been chosen so. 
that no more than % -inch of the screw enters the frame 


pee ll 


screws should be between 4 and 6 inch-pounds. 


Now you have located the empty drive bay and mounted your drive 
into an adapter, if necessary. You are ready to install the drive into the 


computer. 


1. Shut down your operating system and power off your computer. 


Unplug the AC power. 


2. Remove your computer cover. 
Refer to your computer marual for the procedure to remove the outer 


cover of the computer. 


CAUTION: Make sure you keep track of ajl screws and 
gi fasteners during this process. 


3. Prepare the bay for installation. 
Make sure the bay is free from any extra screws or plates. Refer to your 


computer Users Manual for more details on this step. 
4. The tapping screws are used to secure the adapter bracket containing 
the ORB drive in the computer bay. 
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mounting hole of the drive. The torque applied to the mounting 
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